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B A T T E R I E S

Kyoto Japan 
Sealed, Maintenance-Free Batteries
Japan produces a range of Sealed Maintenance-Free Starter Batteries 
with Magic-Eye in Italy according to highest international standards for 
European, American and Asian cars, trucks & buses.

Highest standards of quality, endurance and safety tests, including the Roll-Over 
Test, comply well with the requirements of automobile manufacturers.

Kyoto Japan sealed MF batteries cover the following families of products:

•	 Standard DIN

•	 Low DIN

•	 Japanese & Korean Cars

•	 Trucks & Buses

•	 Heavy-Duty Trucks

Kyoto Japan batteries are presented in an attractive mobile stand for display in 
service stations, retail outlets and auto showrooms.

Kyoto Japan has a network of regional distributors and clients in Europe and 
throughout the world. Drop-Shipping with over-night deliveries are available for 
wholesalers and dealers within Europe. Retail clients can benefit from on-line 
shopping for most economical pricing within Europe.
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  SAFETY WARNING
•   DEATH OR SERIOUS INJURY MAY RESULT FROM:TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING - FOLLOW 

OWNER’S MANUAL OR TIRE PLACARD IN VEHICLE. • EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER 
MOUNTING - FOLLOW KYOTO JAPAN & RMA INSTALLATION SAFETY PROCEDURES FOR MOUNTING AND INFLA-
TING TIRES. AND: CLEAN RIM, LUBRICATE RIM EN BEADS. SECURE TIRE TO MOUNTING MACHINES OR PLACE IN 
INFLATION CAGE. DO NOT EXCEED THE RECOMMENDED PRESSURE TO SEAT BEADS. ONLY SPECIALLY TRAINED 
PERSONS SHOULD MOUNT TIRES.

EUROPEAN UNION 
SPECIFICATIONS 

& STANDARDS

Kyoto Japan Tire
European Standards
Kyoto Japan produce a range of 67 Radial Truck & Bus 
tires (TBR) with European standards of Reach and 
Clean Oil with optimum levels of Wet Grip, Rolling 
Resistance and Sound Emission, carry the EU label.

•	 PCR : 	 Passenger Car Radial Tires

•	 WTR :	 Winter Passenger Car Radial Tires

•	 LTR : 	 Light Truck and Van Radial Tires

•	 SUV :	 4x4 & Sports & Utility Vehicles Radial Tires

•	 TBR :		 Truck and Bus Radial Tires

•	 TBB :		 Truck and Bus Bias (Nylon) Tires

•	 LTB :		 Light Truck & Van Bias (Nylon) Tires

•	 OTR :		 Off-the-Road & Construction Tires

•	 AGR :		 Radial & Bias Agricultural Tires

•	 MIN :		 Giant Radial OTR & Mining Tires

•	 IND :		  Industrial & Solid Tires

•	 MCT : 	 Motorcycle Tires

All-steel Radial Tires
All-Steel Radial Tires are used for heavy duty applications 
and comprise Truck and Bus Radial Tires (TBR) as well as 
Off-the Road and Giant Radial Tires (OTR).

Bias Tires
Bias tires are based on the old technologies of using only 
nylon cord as reinforcement while utilizing more rubber 
compound and they are primarily used in less developed 
countries in South America, Middle East, Indian sub-
continent, Africa, China and certain other countries in S.E 
Asia. Bias tires are heavier in weight than corresponding 
radial tires which use steel wire reinforcement with lighter 
carcasses. 

Semi-Steel Radial 
Tires
Semi-Steel Radial 
Tires comprise a 
wide range of small 
to medium tires, 
including Passenger 
Car Summer vTires. 
In such tires, the 
reinforcement is a 
combination of steel 
wire (on tire crown 
portion as steel belt) 
and nylon/polyester 
fabric (in the carcass). 

The current trend in 
tire design is towards 
Low Profile, Ultra 
High Performance, 
light-weight, Tubeless 
tires with attractive directional pattern design. The 55 & 50 
series are widely used for saloon cars, while 40, 35, & 30 
series are becoming increasingly popular. 

 Radial Construction	       Bias Construction



L ubrica      n ts

Kyoto Japan Lubricants & Additives
Kyoto Japan produces a wide range of Synthetic, 
Semi-Synthetic & Mineral Lubricants in Holland based 
on highest European and International standards 
and specifications covering the following families of 
products:

•	 Passenger Car Motor Oils

•	 Motorcycle & Small Engine Oils

•	 Gear Oils & Transmission Fluids

•	 Heavy Duty Engine Oils

•	 Agricultural Oils

•	 Industrial Oils

•	 Hydraulic Oils

•	 Professional Additives

•	 Greases 

Lubricants are available in attractive 1L, 5L, 20L plastic cans; 
60 L and 200L printed steel drums and 1000L IBC tanks. 
Product data-sheets provide full technical information for 
optimum professional applications.

A family of professional additives is manufactured in France.

Additives, and Lubricants in 1L & 5L cans, are presented in an 
attractive mobile stand for display in petrol stations, retail 
outlets and auto showrooms.

Kyoto Japan has a network  
of regional distributors 
and clients in Europe and 
throughout the world. 
Drop-Shipping with over-night 
deliveries are available  
for wholesalers 
and dealers within 
Europe. Retail 
clients can benefit 
from on-line 
shopping for most 
economical pricing 
within Europe.



Kyoto Japan is a Japanese-Swiss group of companies 
specialized in design, manufacture and marketing of the 
exclusive and registered brand of Kyoto Japan Tires, Tubes, 
Batteries & Lubricants throughout the world.

The company has developed its organization and sales 
teams for the international markets and has been regularly 
participating at major international tire exhibitions to 
promote its brand and its products.

Kyoto Japan cover following families of products:

•	 Tires :	� Radial & Bias Tires for Trucks, Buses, 
Light-Trucks, Passenger Cars, 4x4,  
Sports & Utility Vehicles, Motorcycles, 
Construction Equipment, Agriculture,  
Mining & Industrial applications

•	 Tubes :	 Butyl-Rubber Inner tubes

•	 Batteries :	� Sealed Maintenance-Free Batteries
Made in Italy

•	 Lubricants :	� Synthetic, Semi-Synthetic & 
Mineral Lubricants Made in Holland

Kyoto Japan Tire Holdings Ltd. 
Comprises the following fully owned companies:

•	� Kyoto Japan Tire Corporation Ltd. - Tokyo
The company was registered in 1991 in Tokyo and acts 
as the registered Head Office of the group in Japan. The 
company provides engineering & manufacturing know-
how and looks after the registration of the brand ‘Kyoto 
Japan’ tires in key markets; issues Manufacturing Licenses 
for production in China as well as issuing Distributorship 
Agreements for potential clients and markets.

•	� Kyoto Japan Tire  (Suisse) S.A - Geneva
A 100% Swiss company set up in Geneva in 2008 to act 
as the principal Sales company of the group.

•	� Kyoto Japan Tire  (Europe) S.A.S – Annemasse & St. 
Gilles 
A subsidiary of the Swiss company set up in Annemasse 
- France in 2013 with warehouses and logistics centers in 
France (St. Gilles), Holland, Italy and the U.K.

•	� Kyoto Japan Tire Pneus do Brasil Ltda. - Sao Paulo
The company has been set up in Sao Paulo based on 
100% ownership  for local distribution of Kyoto Japan 
tires in Brazil.

•	� Kyoto Japan Tire (West Africa) S.A - Abidjan
The company was set up in Abidjan based on 50% 
partnership with a prominent local business group   
for imports & local distribution in West Africa.

•	� Kyoto Japan Tire Corp. (Switzerland) S.A - Beijing 
The Beijing office was set-up in 2000 for control of 
Procurement, Production, Logistics and Exports out of 
China.

•	� TMS International Group Ltd. - Hong Kong
Fully owned subsidiary company of the group based  
in Hong Kong for Trading of various brands of tire to 
world markets.

European Distribution 
Organization

Kyoto Japan Tire Group
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1	 South Europe & North Africa
2	 North Europe, UK & Scandinavia
3	 West Africa
4	 Central Africa
5	  South Africa
6	 Russia & CIS
7	 Middle East & Persian Gulf
8	 Indian Subcontinent
9	 Mongolia
10	 S.E. Adia & China
11	 Australia & New Zealand
12	 North America & Canada
13	 Centra America
14	 Brazil
15	 Latin America
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Kyoto Japan 
International Marketing Zones

European Distribution 
Organization

Kyoto Japan Tires
Giant Radial OTR Tires in Mining 
Application size 40.00R57

Kyoto Japan Batteries 
Sealed Maintenance-Free 
Batteries Grill Design

1.	 �Specially designed frame increases 
mechanical strength and reduces grid 
expansion.

2.	 Lack of knots reduces corrosion.
3.	� Reinforcement improves mechanical 

and electrical performance.
4.	� No spikes close to the corners reduce 

stinging and shorting.
5.	� Straight-line conductivity increases 

cold cranking performance.

Kyoto Japan Lubricants 
Product Data Sheet Specimen

 

Kyoto Japan Warm-UP SAE 10w60 Product Code: 

KJL1101  

 
Kyoto Japan Warm-UP SAE 10w60 is a high performance fully synthetic motor oil of 

exceptional quality, delivering extreme performance in gasoline-, diesel- and LPG fuelled 

engines in passenger cars with or without turbocharger, working under severe 

temperature and load conditions. 

 
Kyoto Japan Warm-UP SAE 10w60 is based on high quality 100% synthetic Poly 

Alpha Olefin (PAO) in combination with a unique additive package to ensure the following 

properties: 
 
• Excellent thermal- and oxidation stability. 

• Very good dispersant and detergent properties. 

• Excellent cold temperature properties for a smooth cold start. 

• Excellent protection against wear, corrosion and foam. 

• Suited for extreme and severe conditions. 

 
Kyoto Japan Warm-UP SAE 10w60 exceeds the following performance criteria: 

 
API SL/CF ACEA A3/B4 MB 229.1 VW 502.00/505.00 

 
Typical Analysis 
 
Properties Unit Method Typical Value 

 
   

SAE Grade  SAE J300 10W-60 

Density @15°C kg/m3 ASTM 4052 851 

Kinematic Viscosity @ 40°C   mm2/s ASTM D7042   173 

Kinematic Viscosity @ 100°C mm2/s ASTM D7042   24 

Viscosity Index  ASTM D2270 170 

Viscosity CCS @ -25°C  max cP ASTM D5293 7000 

Flash Point COC °C ASTM D92 >201 

Pour Point   °C ASTM D97 -36 

Total Base Number mgKOH/g ASTM D2896 11.4 

Sulphated Ash   %Wt ASTM D874 1.3 
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